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NOTES:
OFFSET . A
TORSION — SADDLE CLIPS ¢ NEVERLESS THAN (4) PER
SPRINGS TO GRID PANEL
) e 5%PER SPRING MAX.
15/16"H.D. T-GRID e ALWAYS EVEN NUMBER OF
CLIPS BN MINIMUM REQUIREMENTS:
ALIGNMENT il EDGEBAND e PANELS UP TO 20# WILL
BLOCKS \ l il (IF APPLICABLE) REQUIRE (4) SPRINGS
BEYOND . PANELS FROM 20# TO 30#
. WILL REQUIRE (6) SPRINGS
3 ¢ PANELS FROM 30# TO 40#
WILL REQUIRE (8) SPRINGS
CEILING PANELS —
3/8" CLIP VARIES PER SPEC. INCREASE QUANTITY OF SPRINGS
PER SIZE AND WEIGHT BASED ON
OFFSET THE GUIDELINES ABOVE.
PANEL CLIPS/ SPRINGS ARE ALSO
REQUIRED EVERY 24" 0.C. MAX,,
TO AVOID PANEL SAG
DRAWING NAME:
TORSION SPRING SECTION
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DO NOT SCALE DRAWING. FIGURED DIMENSIONS ARE TO BE FOLLOWED. READ THI NNECTION
ACOUSTIGREEN'S UNDERSTANDING AND INTERPRETATION OF THE ARCHITECTURAL DRAWINGS AND HOW ACOUSTIGREEN PRODUCTS RELATE TO THE PROJECT
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