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Title: Sound Absorption Test Results

Product: Fusion Perforated Ceiling Panel - 8mm dia. x 16mm o.c. spacing - Square Pattern

Application: Ceiling

Testing Standard: ASTM C423-17 (Type E400 Mount)

Test Date: 1/14/2021

Why this test: This test evaluates a products efficiency of absorbing sound at multiple frequencies.

The test simulates the product’s acoustical performance with a lay-in ceiling installation.

Test Result Summary: NRC - 0.55; SAA - 0.56
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ASITEST RESULT DISCLAIMER

ASI makes every effort to ensure the accuracy and reliability of the information provided. Laboratory testing is conducted by independent testing organizations.

ASI does not guarantee that field tests or independent tests will not vary.

123 Columbia Court North Suite 201

©2021 ASI Architectural

TOLL FREE PHONE FAX WEB SITE

Chaska, MN 55318 | 888.258.4637 952-448-6905 952.448.2613 www.asiarchitectural.com



Sound absorption coefficient according to ASTM C423-17

Measurement of sound absorption coefficient in a reverberation room

Client: ASI Date of test: 1/14/2021
Description: Wood Veneer Perforated Ceiling and Wall Panels

8mm dia. x 16mm o. c. spacing - Square Pattern

with SoundTex scrim and No Acoustical Backer

Object: 8' x 9' C423 Sample(” in E400 Mounting
167.4 Ibs. (approximately 16.7% Open Area)

Empty reverberation room: Reverberation room with object:

Relative humidity: 58.0 % Relative humidity: 58.0 %
Temperature: 20.0 °C Temperature: 20.0 °C
Barometric pressure: 751.0 mbar Barometric pressure: 751.0 mbar

Surface area: 6.69 m?
Room volume: 2344 m?
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Sound Absorption Average SAA: 0.56
Noise Reduction Coefficient NRC: 0.55
Name of test institute: Orfield Labs
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