
6" SLEEVE AND #20 BISCUIT
AT BEAM JOINTS (TYPICAL):
PIN NAIL & PUTTY IN FIELD

MITERED CAP: PIN NAILED
AND PUTTIED IN FIELD

MOUNTING PLATE TO BE USED AT PERPENDICULAR
JOINTS AND TERMINATION OF BEAM AT WALLS
(TYPICAL): FIELD APPLIED
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1 TYPICAL ISOMETRIC
1" = 1'-0"



BLOCKING (BY OTHER)
FASTENED TO EXISTING
STRUCTURE IN FIELD

BEAM (AS SPECIFIED BY ARCHITECT)
FASTENED TO BLOCKING IN FIELD

BEAM (AS SPECIFIED
BY ARCHITECT)

T-GRID AND SUSPENSION
(BY OTHER)

THREADED ROD (BY OTHER) FASTENED
TO EXISTING STRUCTURE AND BEAM IN
FIELD

EYE-BOLT (FACTORY INSTALLED) :
SUSPENSION BY OTHER)

BEAM (AS SPECIFIED
BY ARCHITECT)

T-GRID AND SUSPENSION
(BY OTHER)

1 STANDARD CEILING MOUNT WITH BLOCKING
3" = 1'-0"

2 SUSPENDED MOUNT - THREADED ROD
3" = 1'-0"

3 SUSPENDED MOUNT - EYE-BOLT
3" = 1'-0"
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